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Art.: 3809 
Termomanómetro Ø80, salida posterior 

Thermomanometer Ø80, back connection 
 
 

Características  Features  
1. Tamaño Ø80. 
2. Manómetro con conexión posterior, rosca macho 

R 1/2” ISO 7/1 (UNE-EN 10226). 
3. Termómetro bimetálico. 
4. Caja de acero pintada color negro. 
5. Tubo “Bourdon” y racor en latón según UNE-EN 

12165. 
6. Dial blanco: escala en negro. 
7. Visor en Policarbonato. 
8. Clase de precisión: cl. 2,5. 
9. Graduación manómetro de 0 a 6 bar y termómetro 

de 20 a 120 ºC. 

 1. Size Ø80. 
2. Pressure gauge with back connection, male 

thread R 1/2” ISO 7/1 (UNE-EN 10226). 
3. Bimetallic thermometer. 
4. Steel case painted in black colour. 
5. Tube “Bourdon” and brass fitting connection 

according UNE-EN 12165. 
6. White dial: black scale. 
7. Polycarbonate viewer. 
8. Class precision: cl. 2,5. 
9. Pressure gauge Scale from 0 to 6 bar and 

thermometer scale from 20 to 120ºC. 
 

 
 
 
 

    
 
 
 
 
 
 
 

Ref.     Escala / Scale                Dimensiones / Dimensions (m   A                            
D              L            A             e/c                   R 

Peso / 
Weight (Kg)   Bar    Temperatura 

3809 006  0 – 6     20 – 120ºC     30 83           70   21                 R 1/2"             0,190 
        

 
 


