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68526 09 43 66 GRUPO BAÑO-DUCHA REGENT CLASSIC BRONCE 
68526 09 43 66 BATH-SHOWER TAP BRONZE REGENT CLASSIC 

 
 

 

Características  Features 
 

1) Cuerpo, caño y florones realizados 
en latón según UNE-EN 1982. 

2) Volantes realizados en zamak. 
3) Acabado bronce. 
4) Monturas cerámicas ¼ vuelta. 
5) Atomizador plástico antical M28x1 

con carcasa de latón en acabado 
bronce. 

6) Suministrado con flexo de ducha 
(170 cm), mango de ducha y 
excéntricas de latón para fijación. 

7) Caudal mínimo: 20 l/min (3 bar). 
8) Temperatura máxima uso: 85 ºC. 
9) Temp. máxi. recomendada: 65 ºC. 
10) Presión máxima uso: 10 bar. 
11) Presión mínima uso: 0,5 bar. 
12) Presión recomendada: 1-5 bar. 

 

  
1) Body, spout and covers made in brass 

according to UNE-EN 1982. 
2) Handles made in Zamak. 
3) Bronze finish. 
4) ¼ turn ceramic headworks. 
5) Anti-lime plastic M28x1 aerator with 

bronze finish brass made cover. 
6) Fitted with flexible hose (170 cm), 

hand-shower and brass made fixing 
eccentrics. 

7) Minimum flow rate: 20 l/min (3 bar). 
8) Maximum use temperature: 85 ºC. 
9) Max. recommended temp.: 65 º C. 
10) Maximum use pressure: 10 bar. 
11) Minimum use pressure: 0,5 bar. 
12) Recommended pressure: 1-5 bar. 


